DRY OFFSET
2 COLOR LID SKIRT PRINTING SYSTEM

Model 1202
Lid Skirt Printing
System




AUTOMATION EQUIPMENT, INC.
— MODEL 1202 -

The Model 1202 is a completely automated dry offset printing system for the straight sidewall (skirt) of a
container lid. The system can be set up in-line with a lid top printer or off-line with its own lid feeding
mechanism. Surface pretreatment, 2-color printing and UV curing are all accomplished on-mandrel at high
production rates. The system is capable of running three shifts daily with a minimum of maintenance
downtime.

The Model 1202 was designed for quick change-over, easy adjustments and maximum production
efficiency. A minimum of floor space is required as the Model 1202 has a very small “footprint”. High quality
line and halftone printing with two colors is produced on a variety of lid diameters,

COLOR HEADS PRINTER

m Inking units are easily detachable from 12 inch Variable frequency programmable AC drive.
magnetic plate cylinders for access to printing PLC control of all printer functions.
platas. Control panel swings to either side.
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m Removeable fountain blade assembly with Color Iowear mgues for print pressure
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PARTS HANDLING SPECIFICATIONS

m Extra long spinning rods load the feeder, ) .
Adjustable height, angle and rod spacing. " ? ;q*lﬂ;nch l!d dname_ter g
m Vacuum-belt feeder with pusher lugs is used to nE ,'"E magimum p_“m height
load mandrels. ® 24 inch maximum print length
m Finished lids restacked on spinning rods. ® 12 inch diameter plate cylinders

® Single operator position with access to both
sets of spinning rods.

PRETREATMENT/CURING o

m On-mandrel flame pretreatment with flame
sensor and air/gas mixing controls,

m On-mandrel Ultra-Violet (UV) curing by 6 inch
lamp that autormatically pivots infout of cure
position,

m UV light shielding and heat removal blower
included.

m Variable speed spinner system rotates lids for
flame and UV.

ENGINEERING SERVICES

Our experienced engineering staff can determine,
by analysis of your specific printing needs, the
most effective combination of printer accessories.
Also, our computer aided design/manufacturing

“QUALITY PRINTING
facilities are available for platen and special SYSTEMS WORLDWIDE”

product handling equipment requirements.




