CUP PRINTER

Model 565

up to 6 colours
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Machine configurations and specifics

Complete newly designed colourheads with:

e removable inktray

e scaled roller settings
e double oscillating roller system

e two formrollers with different diameters
e springloaded plate cylinder gears

e springmounted formrollers to compensate for pressure

deviations

e night latch position for rubber rollers
e automatic roller wash-up system

Main drive

8 kW variable speed

D.C. drive with acceleration
control.

Voltage
As required

Air consumption
25-35 m*/h (15-20 cfim)

Air pressure
500-1000 KPA (70-140 psi)

Weight
2500 kg

The line is fed from one central
power and air connection.
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Printer type 565 565-COM-6 565-AA 565-AA-PT
(Curing on (incl. corona
mandrel) pretreatment)

Cup rim @50-@135 | @50-0 135 |max. 100 x 150 |max. 100 x 150

dimensions (mm)

Max. cup height (mm) 150 150 150 80

Max. taper 10° 10° 10° 10°

Max. print height (mm) 100 100 100 80

Max. print length (mm) 4 bl. 343 343 343 343

(2 bl.) (515/460%) (515/460%) (515/460%) (515/460%)
Max. print dia 4 bl. 101 101
(neutral line) mm (2 bl.) (160) (180)
Printing speed up to (cph) 24.000 24.000 8.000/5.000 8.000/5.000

*With pinbar plate mounting system.

In our continuous efforts to improve the quality of our products all data are subject to change without prior notice.



